
Ill FIRE PROTECTION SYSTEM

12.1  Checklist and Corrective Action (Cont'd)

Part Items To Check Corrective Action
Nozzle or Horn 1.  Brittle,  deformed, 

damaged or   cracked
2. Blocked openings
3. Damaged-threads
(corroded,  cross-threaded 
or worn

1. Replace

2. Clear blockage
3. Replace

Hose Assembly 1.  Punctured,  cracked  or 
worn   hose

2.  Cracked  or  corroded 
couplings

3.  Cracked  or  corroded 
swivel joint

4. Damaged threads
(corroded,  cross-
threaded or worn)
5. Hose cut at couplings

6.  Clogged  or  deformed 
hose

1. Replace

2. Replace

3. Replace

4. Replace

5. Repair or replace

6. Clear  blockage  or 
replace

Valve Safety Device 1.  Damaged  (corroded, 
bent or seized)

2. Missing

1. Repair and lubricate; or 
replace

2. Replace

Gauge  or  other  pressure 
indicating device

1.  Damaged,  jammed  or 
missing pointer

2. Illegible or faded dial

3. Corrosion

4.  Dented  casing  or 
defaced,  broken  or 
cracked cover

1.  Depressurize  and 
replace gauge

2.  Depressurize  and 
replace gauge

3. Depressurize and check 
calibration,  clean  and 
repaint;  or  replace 
gauge

4. Depressurize and check 
calibration;  or  replace 
gauge
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Ill FIRE PROTECTION SYSTEM

12.1  Checklist and Corrective Action (Cont'd)

Part Items to Check Corrective Action

Gauge  or  other  pressure 
indicating device

5.  Jammed  or  corroded 
pressure-indicating 
stem(non-gauge type)

5.  Depressurize  and 
replace head assembly, or 
body  whichever 
appropriate.

Body Valve 1. Corroded, damaged or 
jammed  lever, 
handle,spring,stem,  or 
fastener joint

2. Damaged  outlet 
threads(  corroded, 
cross-threaded,  or 
worn)

1. Depressurize,  check 
freedom  of 
movement  and 
repair; or replace

2. Depressurize  and 
replace

Nozzle Shut-off Valve 1. Corroded,  damaged, 
jammed  or  binding 
lever,  spring,  stem, 
or fastener joint

2. Clogged,deformed or 
corroded nozzle

1. Repair and lubricate; or 
replace

2. Clean or replace

Puncture Mechanism 1. Damaged,  jammed  or 
binding puncture lever, 
stem or fastener joint

2. Blunt  or  damaged 
cutting or puncture pin

3. Damaged threads
(corroded,  cross-
threaded or worn)

1. Replace

2. Replace

3. Replace

Gas Cartridge 1. Corrosion

2. Damaged seal disc

3. Damaged threads
(corroded,  cross-
threaded or worn)

4.    Illegal weight marking

1. Replace

2. Replace Cartridge

3. Replace cartridge

4. Replace cartridge
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Ill FIRE PROTECTION SYSTEM

12.1  Checklist and Corrective Action (Cont'd)

Part Items to Check Corrective Action

Head Cap 1. Corroded,  cracked  or 
broken

2. Damaged  threads 
(corroded,  cross-
threaded or worn)

3. Damaged  sealing 
surface  (nicked, 
deformed or corroded)

4. 4.Blocked vent hole or 
slot

1.Replace

2.Replace

3.Clean,  repair  and  leak 
test;

4.Clear blockage

Carrying handle 1. Broken  handle  lug 
(intergral  part  of  shell 
or valve)

2. Broken handle

3. Corroded,  jammed  or 
worn fastener joint

1. Replace shell or valve

2. Replace

3. Clean or replace

Pressurizing Valve 1.   Leaking seals 1. Depressurize  and 
replace valve or core

Gasket  “  O”  Ring  and 
Seals

1. Damaged (cut, cracked 
or   worn)

2.Missing

3.Aged  or  weathered 
(compression  set, 
brittle,cracked)

1.Replace and lubricate

2.Replace and lubricate

3.Replace and lubricate

Brackets 1.Corrode, worn or bent

2.Loose or binding fit

3.Worn, loose, corroded or 
missing screw or bolt

1.Repair and repaint;or
   replace
2.Adjust or replace

3.Tighten or replace
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Ill FIRE PROTECTION SYSTEM

12.1 Checklist and Corrective Action ( Cont’d)

Part Items To Check Correction Action

Gas Tube and Siphon 
Tube

1.Corroded, dented, 
cracked    or broken

2. Blocked tube or 
dogged openings in 
tube.

1.    Replace

2.    Clear blockage or 
replace

Safety Relief Device 1.Corroded or damaged

2. Broken, operated or 
clogged

1.   Depressurize and 
replace

3. Depressurize and 
replace or repair.

12.2 Expelling Means and Extinguishing Agent

(a) Self-expelling

Agent Part/Checkpoints Corrective Action
Carbon Dioxide 1. Incorrect weight

2. Broken or missing 
tamper indicator

1. Recharge to correct 
weight

2. Conduct leak test and 
weigh, recharge or 
replace indicator

Bromotrifluoromethana
(BTM/Halon 1301)

1. Punctured cylinder 
seal disc

2. Incorrect weight

1. Replace extinguisher 
body

2. Replace body or return 
to manufacturer for 
filling

3. Examine cylinder seal 
disc, replace indicator.
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Ill FIRE PROTECTION SYSTEM

12.2 Expelling Means and Extinguishing Agent (cont’d)

(b) Gas Cartridge

Agent Part/Check points Corrective Action

Powder 1. Incorrect weight or 
charge level

2. Contaminated, caked 
or wrong agent

3. Cartridge condition
(a) Punctured seal 

disc
(b) Incorrect weight
(c) Broken or missing 

tamper indicator

1.   Refill to correct weight

4. Empty and refill

(a) Replace cartridge
(b) Replace cartridge
(c) Examine seal disc and

Replace indicator

Water/Mechanical
Foam

1.Recharging date due.

2. Incorrect fill level

5. Agent Condition
(presence of 
precipitate or foreign 
material,dirty or 
cloudy)

6. Broken cartridge seal 
disc

7. Incorrect cartridge 
weight 

8. Broken or missing 
tamper indicator

1. Empty, clean and 
recharge

2. Refill to correct level

3. Empty and refill

4. Replace cartridge

5. Replace cartridge

6. Examine seal disc and 
replace indicator
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Ill FIRE PROTECTION SYSTEM

12.2Expelling Means and Extinguishing Agent (Cont'd) 

(c)    Stored Pressure

Agent Part/Checkpoints Corrective Action
Powder 1. Refillable type

(a) Incorrect 
extinguisher weight
(b) Incorrect gauge 
pressure
(c) Broken or missing 
tamper indicator

(a) Refill to correct weight

(b) Repressurize and 
conduct leak test
(c) Leak test and replace 
indicator

Bromochlorodi-
fluoromethane (Halon 
1211)

1. Broken or missing 
tamper indicator

2. Incorrect gauge 
pressure

3. Incorrect weight

1. Weigh, conduct leak 
test and replace indicator
2. Weigh, repressurize and 
conduct leak test
3. Conduct leak test 
replace indicator

Water 1. Incorrect filling level (by 
weight or observation)

    2. Incorrect gauge 
pressure

    3. Broken or missing 
tamper     
        indicator

1. Refill to correct level
2. Repressurize and leak 

test

3. Conduct leak test and 
replace indicator

Mechanical foam 1. 1.Incorrect  fill  level 
(by  weight  or 
observation)

2. Agent condition
(presence of 
precipitate or foreign 
material)

3. Incorrect gauge 
pressure

4. Broken or missing 
tamper indicator

1. Empty and recharge 
with new solution

2. Empty and refill
3. Repressurize and leak 

test

4. Conduct leak test and 
replace indicator
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